Q GL VQuad ™ Script Editor

Quick Install Guide

Communications

The VQuad™ Script Editor is automatically installed with VQuad™ and can be invoked within VQuad™.

The manual installation is available only if you wish to install and run VQuad™ Script Editor on a system where VQuad™
is not running.

The VQuad™ Script Editor software requires only software installation procedure. VQuad™ Script Editor software does not require
Hardware Dongle or any licenses to be installed.

Pre-requisites

° PC Requirements — Windows® 7 or Higher OS (32 bit or 64 bit).
° Minimum CPU Requirements — Core i3 to i7 (or equivalent), 4 GB Memory, USB 2.0 Ports.

Step 1: VQuad™ Script Editor Software Installation

° Plug-in the USB Installation Stick (pen drive) to the PC. This is provided with the shipment package by GL
Communications.

° Run the GLVQuadScriptEditor.exe executable from the installation USB stick (\WVQuad-VQT\VQTO010-VQT270-VQT241-
VQuad-Related-1tems\VQT010-VQuad-Software-verXX) in Run as Administrator mode.

° Follow the on-screen instructions to complete the VQuad™ Script Editor software installation.

° The software gets installed in ‘C:\Program Files\GL Communications Inc\VQuad’ directory (or ‘C:\Program Files (x86)\GL
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Communications Inc\VQuad’ directory in 64-bit Windows® OS) and creates a shortcut icon B

on the desktop.

° It is recommended to reboot the system after the software installation.

Step 2: Quick Check-out Procedure

To verify the software installation, perform the following steps:
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° To invoke the Script Editor application, right-click on the Script Editor icon EZZEZEZS created on the desktop and choose to Run
as Administrator.

° From File menu, select Open and browse to VQuad™ installation directory (C:\Program Files (x86)\GL Communications
Inc\VVQuad) to open a sample VQuad™ script (*.scp) as shown below.
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Script File Name: |C:\Frogram Files [+25]VGL Communizations Inc\wQuad\Balanced Bidirectional RTD.scp

Components: Script:
[} Call Cantrol # | Seript ltem 4
o Place Call. #¢Programmer: GL Communications
Apawer Call..
- Digconnect Call...
Fress/Release PTT..
F+0 Flash Haok.
- Fiegister Multi-Stage Tones
Trigger Call Event... ##Create Call ID far use with webviewer results
- St Call Failed Reason. . Create Call IDs: Call IDs=BALAMCEDRTDTEST:
Dual UTA Device Operations 10 Send CallID: Device ID=7; Direction=0utbound;
[ File Trarsfer/Delay 11 Send CallID: Device [D=Globall; Direction=Inbound;

+affic: Generation/Detection 12 //5et Loo_p ta number of iterations to perform Threshold, ATD and 0D measurements
13 Duo lterations=2;

ata Testing 14 A/5et the remote UTA to reply mode to perform Threshold measurement

1

2 //Created September 2013

3 #¢Thiz zcript performs Time delay measurements ke Threshold, RTD, 0D and SHR without call contral.
4 #¢Continuaus Run allows to win the script completele then repeat the sequence

5 Contiruous Run
E
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Set Globall: Device ID=7+1;
Contiruous Run Marker

-~ Miscelaneous 18 ThiesholdR: Device ID=Globall;
Canditional 18 Fause Timer: Interval=1;
Estemal Operations 17 A4S tart threzhold measurement by sending a TX pulze from local UTA

eniral D atabase Connection 18 ThieshaldT: Device ID=7;
[ Remate Viuad Operations 19 Pause Timer. Interval=1;
20 Stop Measurement: Device |D=Globall; )
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